
PROJECTED MANAGEMENT FM 5-412

CONSUMPTION FACTORS FOR

EXPENDABLE SUPPLIES A P P E N D I X F

Nails
Framing

8-penny common
1O-penny common
16-penny common

Sheathing (8-penny common)
Flooring (8-penny common)
Roofing (8-penny common)
Wallboard (6-penny common)
4-penny finish
6-penny finish
8-penny finish

Mortar
Block (8 X 16) - 3/8 joint
4-inch wall
8-inch wall
12-inch wall

Brick (2 1/4 x 8) - 3/8 joint
4-inch wall
8-inch wall
12-inch wall

Structure tile (12 X 12) - 3/8 joint
4-inch wall
8-inch wall
12-inch wall

Putty for Glass
8 x 1 2
10 X 16
12 x 20
14 X 24
16 X 28

Caulking
Primer
Compound ( 1/2 x 1 /2)

Painting
Metal
Enamel
Zinc white
White lead

5 lb/thousand bd ft measure
15 lb/thousand bd ft measure
10 lb/thousand bd ft measure
30 lb/thousand bd ft measure
30 lb/thousand bd ft measure

30 lb/thousand bd ft measure
15 lb/1,000 sq ft trim
3 lb/1,000 lin ft
7 lb/1,000 lin ft
14 lb/1,000 lin ft

0.1 cu yd/100 blocks
0.2 cu yd/100 blocks
0.3 cu yd/100 blocks

0.3 cu yd/1,000 brick
0.4 cu yd/1,000 brick
0.4 cu yd/1,000 brick

0.2 cu yd/100 tile
0.3 cu yd/100 tile
0.5 cu yd/100 tile

0.6 lb/pane
0.8 lb/pane
0.9 lb/pane
1.1 lb/pane
1.4 lb/pane

2 gal/1,000 lin ft
13 gal/1,000 lin ft

0.2 gal/100 sq ft
0.2 gal/100 sq ft
0.2 gal/100 sq ft
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wood
Enamel
Zinc White
White lead
Varnish
Flat
Gloss

Brick, Concrete, Plaster
Enamel
Zinc White
White lead
Varnish
Flat
Gloss
Size
Primer
Calcimine

F-2

0.2 gal/100 sq ft
0.2 gal/100 sq ft
0.3 gal/l00 sq ft
0.2 gal/100 sq ft
0.2 gal/100 sq ft
0.3 gal/100 sq ft

0.2 gal/l00 sq ft
0.3 gal/l00 sq ft
0.4 gal/100 sq ft
0.2 gal/100 sq ft
0.3 gal/100 sq ft
0.4 gal/l00 sq ft
0.3 gal/100 sq ft
0.3 gal/100 sq ft
0.4 gal/l00 sq ft
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